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Main Office 270 Riverside Dr 70 Warren Ave 15 Route 236 195 North St 96 Roosevelt Trl 293 Lewiston Rd 252 Main Rd
28 Old Route 27 Rd Auburn, ME Westbrook, ME Kittery, ME Saco, ME Naples, ME Topsham, ME Holden, ME
Belgrade, ME 04917 (800) 339-1132 (800) 339-9184 (800) 439-9504 (800) 244-2742 (207) 693-5355 (800) 227-5776 (800) 992-5660
(800) 339-3313

Boat Ramps

Belgrade
28 Old Route 27 Road
207-495-3313

Auburn
270 Riverside Drive
207-782-1132

Westbrook
70 Warren Avenue
207-854-9184

Saco
195 North Street
207-286-1733

Kittery
15 Route 236
207-439-9504

Naples
96 Roosevelt Trail
207-693-5355

Topsham
293 Lewiston Road
207-725-4394
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Boat Ramps

DESIGN NOTES:
1. Concrete Mix Design is 5,000 PSI standard at 28 days, Type 3 Cement.
2. Reinforcing Steel ASTM A-615, Grade 60, 6 each #4 bars.
3. Epoxy coated rebar optional.
4. Provided with two each pencil rod lifting loops on bottom side.
5. Galvanized or stainless steel connection bars available.  

 Length
12’ – 0”
10’ – 0”
6’ – 0”

Bar Location
30”
30”
6”

Weight
1,100 lbs.
930 lbs.
560 lbs.
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1/2” x 1 1/2” Steel Connection Bars
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